
Features：
● Meet IEEE 802.3 requirements.
● Meet FCC class B approval.
● SMT pick & place available.

Specifications: at 25 degree C.

SR-HST-68001 1:1 75 0.20 10 0.30 3 1,500 2.1 a
SR-HST-68002 1:1 75 0.20 10 0.30 3 1,500 2.1 c
SR-HST-68003 1:1 75 0.20 10 0.20 3 1,500 2.4 c
SR-HST-68004 1:1 100 0.20 10 0.30 3 500 2.1 b
SR-HST-68005 1:1 100 0.20 10 0.35 3 1,500 2.1 a
SR-HST-68006 1:1 100 0.20 10 0.35 3 1,500 2.1 c
SR-HST-68007 1:1 150 0.25 12 0.35 3 500 2.1 a
SR-HST-68008 1:1 75 0.20 10 0.30 3 1,500 2.3 b
SR-HST-68009 1:1 100 0.20 10 0.35 3 1,500 2.3 b
SR-HST-68010 1:1 150 0.25 10 0.35 3 1,500 2.3 b
SR-HST-68011 1:1 250 0.20 12 0.35 3 1,500 2.3 a

SR-HST-68012 1:1 250 0.20 12 0.35 3 1,500 2.3 c
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10 BASE  MODULES

Dimension:mm(inch)+/-0.25(0.01)

Schematic:

www.shiruitech.com Skype:Shirui0


	01 (3)

